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DETAIL OF BOLLARD WITH SLEEVE

NOTES

\—g

O

~

AR VAR

fe—— 18" S3. ——

DETAIL OF CARP WITH SLEEVE

1.) STL. MEMBERS COATED W/ ZINC RICH EPQXY THEN
FINISHED W/ POLYESTER POWDER COATING.

2.) LOCKING DEVICE PROVIDED BY QTHER.
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5KT HD CAP SCREW

1/2" X 37 S.STL BIN

{ USE 5/16" HEAD ALLEN
WRENCH FOR TIGHTENNG )

N—
NOTES: —
1. SET SLEEVE INTO FOOTER HOLDING PLUM, SQUARE
AND HEIGHT SHOWN.
2. SLIDE BOLLARD INTO SLEEVE AFTER CONCRETE HAS
HARDENED. BE SURE TO HAVE HINGE TAB SLIDE
INTO BOLLARD BASE PLATE SLOT FOR LOGKING.
3. FOR USE OF CAP. WHEN BOLLARD IS REMOVED,
PLACE CAP INTO SLEEVE. TIGHTEN CAP BY USING
1/2" X 3" BUTTON HEAD BOLT. THIS WILL MMl Y] AT Mo TESCRIPTON
COMPRESS THE RUBBER WASHERS THICKNESS AND ] 040002 STL BOLLARD SLEEVE W/ HINGE
EXPAND THE DIAMETER TO FIT SNUG TO SLEEVE. 2 |1 40003 BOLLARD SLEEVE GAP ASSEMBLY
3 1 u—4m—42—a1/15|_ 42" STL BOLLARD, ENBED FOR SLEEVE
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