
Poly lumber is made from durable High-
Density Polyethylene (HDPE), partially from 
recycled content. HDPE is a long lasting 
option that can withstand outdoor conditions 
for an extended period of time and will not 
require preservatives or paint to maintain its 
appearance. Model Number Designation - PL 

DuMor has selected the highest grade 
woods available for use on our products. "C" 
& Better Douglas Fir and Ipe are offered as 
standard wood options. Douglas Fir will be 
delivered coated in a clear preservative. Due 
to its density and estimated longevity left 
uncoated, Ipe will be delivered in its natural 
state without preservative.
Model Number Designation - I (Ipe) and D 
(Douglas Fir) 

The best way to understand a material is to hold a sample. Material samples are free; contact your local DuMor Representative.

As a natural product of our environment, wood will weather when placed outdoors. Signs of weathering include splitting, checking, 
and changing color. These are not covered by DuMor’s warranty. Wood colors will vary. Please note that due to variations in 
photographic reproductions, natural wood grains and colors shown throughout may not be exact. 
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Thermally Modified wood

Thermally Modified Red oak

Thermally Modified Red Oak utilizes a specialized process in which the wood is heated 
(using steam) to a very high temperature to transform it on a molecular level into a 
highly-durable outdoor material. With thermal modification the lumber undergoes a 
fundamental change − in which the sugars and starches caramelize making the wood 
a non-food source and the wood cell walls lock into place preventing the wood from 
absorbing water like that of unmodified wood. Model Number Designation -TMR 
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